























Installation Dimension 3DR(L) Series
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Motor Power (kW) F E F1 E1
¥ " 0.75~5.5 | 550 | 300 | 450 | 225
7.5 650 | 350 | 550 | 225
- 11~15 750 | 350 | 650 | 225
h —— ] 18.5~37 | 800 | 350 | 700 | 225
@ Dimension of the booster system
Model h L w H LI | Wi | W2 | Ws a n d D
3DRL2-3 175 | 1550 | 760 | 1110 | 780 | 400 | 615 | 340 | 45 4 18 125
3DRL2-5 175 | 1550 | 760 | 1110 | 780 | 400 | 615 | 340 | 45 4 18 125
3DRL2-7 175 | 1550 | 760 | 1110 | 780 | 400 | 615 | 340 | 45 4 18 125
3DRL2-11 175 | 1550 | 760 | 1110 | 780 | 400 | 615 | 340 | 45 4 18 125
3DRL2-13 175 | 1550 | 760 | 1110 | 780 | 400 | 615 | 340 | 45 4 18 125
3DRL2-15 175 | 1550 | 760 | 1110 | 780 | 400 | 615 | 340 | 45 4 18 125
3DRL2-18 175 | 1550 | 760 | 1110 | 780 | 400 | 615 | 340 | 45 4 18 125
3DRLA4-3 175 | 1550 | 857 | 1110 | 780 | 400 | 680 | 375 | 45 4 18 146
3DRL4-4 175 | 1550 | 857 | 1110 | 780 | 400 | 680 | 375 | 45 4 18 146
, | 3DRL4-6 175 | 1550 | 857 | 1110 | 780 | 400 | 680 | 375 | 45 4 18 146
T | 3DRL4-8 175 | 1550 | 857 | 1110 | 780 | 400 | 680 | 375 | 45 4 18 146
Q[ 3DRL4-12 175 | 1550 | 857 | 1110 | 780 | 400 | 680 | 375 | 45 4 18 146
o [3DRL4-16 175 | 1550 | 857 | 1110 | 780 | 400 | 680 | 375 | 45 4 18 146
= [ 3DRL83 175 | 1790 | 930 | 1110 | 885 | 400 | 735 | 420 | 225 8 18 160
o | 3DRL8-S 175 | 1790 | 930 | 1110 | 885 | 400 | 735 | 420 | 225 8 18 160
S [ 3DRL86 175 | 1790 | 930 | 1110 | 885 | 400 | 735 | 420 | 225 8 18 160
® | 3DRL3-8 175 | 1790 | 930 | 1110 | 885 | 400 | 735 | 420 | 225 8 18 160
®  [3DRLS-10 175 | 1790 | 930 | 1110 | 885 | 400 | 735 | 420 | 225 8 18 160
S [ 3DRLS-I2 175 | 1790 | 930 | 1110 | 885 | 400 | 735 | 420 | 225 8 18 160
O [ 3DRLS-14 175 | 1790 | 930 | 1280 | 885 | 400 | 735 | 420 | 225 8 18 160
'S [ 3DRLI6-2 175 | 1790 | 1040 | 1100 | 885 | 400 | 823 | 460 | 225 8 18 180
€ [ 3DRLIG3 175 | 1790 | 1040 | 1110 | 885 | 400 | 823 | 460 | 225 8 18 180
O [ 3DRLIG4 175 | 1790 | 1040 | 1110 | 885 | 400 | 823 | 460 | 225 8 18 180
3DRL16-5 175 | 1790 | 1040 | 1110 | 885 | 400 | 823 | 460 | 225 8 18 180
3DRLI16-6 175 | 1790 | 1040 | 1122 | 885 | 400 | 823 | 460 | 225 8 18 180
3DRL16-8 175 | 1990 | 1040 | 1212 | 885 | 400 | 823 | 460 | 225 8 18 180
3DRL16-10 175 | 1990 | 1040 | 1450 | 1025 | 400 | 823 | 460 | 225 8 18 180
3DRL32-20-2 | 270 | 2220 | 1215 | 1100 | 1160 | 760 | 970 | 595 | 22.5 8 18| 210
3DRL32-20 270 | 2220 | 1215 | 1100 | 1160 | 760 | 970 | 595 | 225 8 18 | 210
3DRL32-30 270 | 2220 | 1215 | 1240 | 1160 | 760 | 970 | 595 | 225 8 18 | 210
3DRL32-40 270 | 2220 | 1215 | 1310 | 1160 | 760 | 970 | 595 | 225 8 18 | 210
3DRL32-50 270 | 2220 | 1215 | 1550 | 1160 | 760 | 970 | 595 | 225 8 18 | 210
3DRL32-70 270 | 2220 | 1215 | 1685 | 1160 | 760 | 970 | 595 | 225 8 18 | 210
3DRL32-90 270 | 2220 | 1215 | 1885 | 1160 | 760 | 970 | 595 | 225 8 18| 210
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ADR(L) Series Installation Dimension

Afg
F
i-#-t 4-814
] )} [
wg +— — — —
P B A
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3 = 0.75~2.2 550 | 300 | 450 | 225
[ P b I T = 3.0~7.5 650 | 350 | 550 | 225
i 3.0~7.5 750 | 350 | 650 | 225
" 15~18.5 800 | 350 | 700 | 225
) _ 3 22~37 1000 | 500 | 900 | 375

# Dimension of the booster system
Model h L W H L1 Wi W2 W3 a n d D
4DRL2-3 175 | 1850 | 760 | 1100 | 1080 | 400 615 340 45 4 18 125
4DRL2-5 175 | 1850 | 760 | 1100 | 1080 | 400 615 340 45 4 18 125
4DRL2-7 175 | 1850 | 760 | 1100 | 1080 | 400 615 340 45 4 18 125
4DRL2-11 175 | 1850 | 760 | 1100 | 1080 | 400 615 340 45 4 18 125
4DRL2-13 175 | 1850 | 760 | 1100 | 1080 | 400 615 340 45 4 18 125
4DRL2-15 175 | 1850 | 760 | 1100 | 1080 | 400 615 340 45 4 18 125
4DRL2-18 175 | 1850 | 760 | 1100 | 1080 | 400 615 340 45 4 18 125
4DRL4-3 175 | 1850 | 900 | 1100 | 1080 | 400 705 385 | 225 8 18 160
4DRL4-4 175 | 1850 | 900 | 1100 | 1080 | 400 705 385 | 225 3 18 160
_ 4DRL4-6 175 | 1850 | 900 | 1100 | 1080 | 400 705 385 | 225 8 18 160
E 4DRL4-8 175 | 1850 | 900 | 1100 | 1080 | 400 705 385 | 225 3 18 160
< 4DRL4-12 175 | 1850 | 900 | 1100 | 1080 | 400 705 385 | 225 8 18 160
E 4DRL4-16 175 | 1950 | 900 | 1300 | 1080 | 400 705 385 | 225 3 18 160
© 4DRLS-3 175 | 2130 | 990 | 1100 | 1220 | 400 775 440 | 22.5 3 18 180
Q | 4DRL8-5 175 | 2130 | 990 | 1100 | 1220 | 400 775 440 | 225 3 18 180
o 4DRLS-6 175 | 2130 | 990 | 1100 | 1220 | 400 775 440 | 225 3 18 180
@ 4DRL8-8 175 | 2230 | 990 | 1270 | 1220 | 400 775 440 | 225 8 18 180
oy 4DRLS-10 175 | 2230 | 990 | 1270 | 1220 | 400 775 440 | 225 3 18 180
< 4DRLS8-12 175 | 2230 | 990 | 1270 | 1220 | 400 775 440 | 225 3 18 180
) 4DRLS8-14 175 | 2230 | 990 | 1270 | 1220 | 400 775 440 | 225 3 18 180
= 4DRL16-2 145 | 2130 | 1120 | 1100 | 1220 | 400 375 485 | 22.5 3 18 210
= 4DRL16-3 145 | 2230 | 1120 | 1300 | 1220 | 400 375 485 | 225 3 18 210
S 4DRL16-4 145 | 2230 | 1120 | 1300 | 1220 | 400 875 485 | 225 8 18 210
o 4DRL16-5 145 | 2230 | 1120 | 1300 | 1220 | 400 375 485 | 225 3 18 210
4DRL16-6 145 | 2230 | 1120 | 1300 | 1220 | 400 875 485 | 225 8 18 210
4DRL16-8 145 | 2230 | 1120 | 1300 | 1220 | 400 375 485 | 225 3 18 210
4DRL16-10 145 | 2400 | 1120 | 1450 | 1430 | 400 875 485 | 225 3 18 210
4DRL32-20-2 | 270 | 2780 | 1310 | 1100 | 1620 | 760 | 1025 | 625 | 225 3 23 240
4DRL32-20 270 | 2780 | 1310 | 1100 | 1620 | 760 | 1025 | 625 | 225 3 23 240
4DRL32-30 270 | 2780 | 1310 | 1240 | 1620 | 760 | 1025 | 625 | 225 3 23 240
4DRL32-40 270 | 2780 | 1310 | 1310 | 1620 | 760 | 1025 | 625 | 225 3 23 240
4DRL32-50 270 | 2880 | 1310 | 1550 | 1620 | 760 | 1025 | 625 | 225 3 23 240
4DRL32-70 270 | 2980 | 1310 | 1685 | 1620 | 760 | 1025 | 625 | 225 3 23 240
4DRL32-90 270 | 3080 | 1310 | 1885 | 1620 | 760 | 1025 | 625 | 225 3 23 240
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Installation Dimension 5DR(L) Series
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. - 1 Motor Power (kW) F E F1 E1
il e I 0.75~1.5 | 550 | 300 | 450 | 225
- ) = 22~3 650 | 350 | 550 | 225
[ 0 ® I VAT, S A A VA T 4.0~7.5 750 | 350 | 650 | 225
- s Cmd CEm s 11~15 800 | 350 | 700 | 225
E_rm% | ——— — 18.5~2 1000 | 500 | 900 | 375
- ; 22~30 1200 | 500 | 900 | 375
@ Dimension of the booster system 37 1500 | 500 | 1200 | 37
Model h L W H Li Wi W2 W3 a n d D
SDRL8-30 175 | 2500 | 990 | 1100 | 1560 | 400 | 775 | 440 | 22.5 8 18 180
5DRLS-50 175 | 2500 | 990 | 1100 | 1560 | 400 | 775 | 440 | 22.5 8 18 180
SDRL8-60 175 | 2500 | 990 | 1100 | 1560 | 400 | 775 | 440 | 22.5 8 18 180
5DRLS-80 175 | 2600 | 990 | 1270 | 1560 | 400 | 775 | 440 | 22.5 8 18 180
SDRL8-100 175 | 2600 | 990 | 1270 | 1560 | 400 | 775 | 440 | 225 8 18 180
T | SDRLS-120 175 | 2600 | 990 | 1270 | 1560 | 400 | 775 | 440 | 22.5 8 18 180
D | spRLs-140 175 | 2600 | 990 | 1270 | 1560 | 400 | 775 | 440 | 225 8 18 180
% 5DRL16-20 145 | 2500 | 1120 | 1100 | 1560 | 400 | 875 | 485 | 22.5 8 18 210
G | SDRLI6-30 145 | 2600 | 1120 | 1300 | 1560 | 400 | 875 | 485 | 225 8 18 210
® | SDRL16-40 145 | 2600 | 1120 | 1300 | 1560 | 400 | 875 | 485 | 225 8 18 210
;ﬁ SDRL16-50 145 | 2600 | 1120 | 1300 | 1560 | 400 | 875 | 485 | 225 8 18 210
= | 5DRL16-60 145 | 2600 | 1120 | 1300 | 1560 | 400 | 875 | 485 | 225 8 18 210
§ SDRL16-80 145 | 2600 | 1120 | 1300 | 1560 | 400 | 875 | 485 | 225 8 18 210
% SDRL16-100 | 145 | 2810 | 1120 | 1450 | 1835 | 400 | 875 | 485 | 225 8 18 210
S | spRL32-202 | 270 | 3340 | 1510 | 1100 | 2080 | 760 | 1130 | 680 | 22.5 8 23 295
5DRL32-20 270 | 3340 | 1510 | 1100 | 2080 | 760 | 1130 | 680 | 22.5 8 23 295
5SDRL32-30 270 | 3340 | 1510 | 1240 | 2080 | 760 | 1130 | 680 | 22.5 8 23 295
5DRL32-40 270 | 3340 | 1510 | 1310 | 2080 | 760 | 1130 | 680 | 22.5 8 23 295
5SDRL32-50 270 | 3440 | 1510 | 1550 | 2080 | 760 | 1130 | 680 | 22.5 8 23 295
5DRL32-70 270 | 3540 | 1510 | 1685 | 2080 | 760 | 1130 | 680 | 22.5 8 23 295
5SDRL32-90 270 | 3640 | 1510 | 1885 | 2080 | 760 | 1130 | 680 | 22.5 8 23 295
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